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Tubular Dowels

BMS

Length
BMS Tubular Dowels are When Ordering,
made from the highest Please Specify:
grade alloy steel, hardened 1. Diameter
and precision ground. 2. Length
3. Quantity
O.D. D L) L) L) L) L L L)
+.0002" T 3/8 1/2 718 1-3/8 1-7/8 2-3/8 2-7/8
3/8 .260 1.40 1.50
5/8 .385 1.70 1.95 2.00 2.20
3/4 510 1.75 1.80 2.05 2.20 2.45 2.50
718 .635 1.95 2.60 2.70

Dowel Pins

BMS Dowel Pins are made from the highest grade of alloy steel,
hardened and precision ground.

BMS
“BURNS—

©) (D) ©) (D) ) D) (D) ) (D) .
tength | 155 | ame | 14 | 516 | 38 12 5/8 3/4 1 When Ordering,
a8 15 Please _Spemfy:
1. Diameter
112 20 20 20 2. Length
3. Quantity
3/4 15 20 20 32 60
1 20 20 20 28 38 62
1-1/4 25 28 40 67
1112 25 25 35 42 75 | 140
2 28 28 35 45 50 95 | 170 | 240 [ 520
2-112 46 66 | 112 | 197 [ 270
3 86 | 135 | 225 [ 455 | 550
4 183 | 305 | 375 | 1100
5 698 | 1035 | 19.95

1061 Industrial Parkway, Medina, Ohio 44256, US.A. ORDER TOLL FREE
Phone: 330-722-1182 « Toll Free: 800-345-7693
Fax: 330-725-2723 « Toll Free Fax: 800-581-9264

E-mail: customerservice@bmsburns.com

1-800-345-7693
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